POMPE SIMPLE CU ROTI DINTATE HP05; FHP05
SIMPLE GEAR PUMPS HP05; FHP05
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Constructie HP05 (fara flansa) - Construction HP05 (without flange)

Corp tip 01 - Body type 01 Corp tip 02 - Body type 02 Capactip 1 - Cover type 1
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Nota:

Corp tip 0G - Body type 0G

cu refulare frontald si sens stanga - with front outlet and left rotation

Corp tip OH - Body type OH

cu refulare frontald si sens dreapta - with front outlet and right rotation - Pn = presiune nominala pt.

functionare continua.
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- Vascozitate: 15-1000 mm?/s.

recomandat pentru functionare

Constructie FHP05 (cu flansa) - Construction FHP05 (with flange)
Corp tip 12 - Body type 12

cu refulare frontald si sens dreapta - with front outlet and right rotation

continud: 25-100 mm’/s.

Corp tip 11 - Body type 11 - Filtrare: 0.016 mm.

cu refulare frontala si sens stanga - with front outlet and left rotation
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use: 25-100 mm’/s.

- Filtration: 0.016 mm.

CARACTERISTICI TEHNICE - TECHNICAL CHARACTERISTICS

Vg L n, Nm Pn P max Nnom Mmin Nmax
ccm/rev mm (%) (%) bar bar rev/min rev/min rev/min
0.2 23.9 73 62
1800
0.26 24.3 75 65
0.32 24.7 76 67 1600
04 25.3 78 69 1500 7000
0.5 26 80 71
250 280 3000 1200
0.63 26.9 83 73
0.8 28.1 85 75
1000
1 29.5 90 80 6000
1.2 309 91 81 900
5000
1.5 32.5 925 | 835 700

Nota: Tn cazul in care configuratia produsului solicitat de dumneavoastra nu se regaseste in catalogul HESPER, vé rugam s& ne contactatj la :

Note : If the configuration of the product demanded by you is not in HESPER catalogue, please contact us at:
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